
3” -150 LB Flange Heaters - Copper Sheath

50-60 watts/in2 Copper Sheath Typically to heat:

150 retaw lapicinumdetar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

3” Flange 3 Elements

3” Flange 6 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

3” Flange 3 & 6 Elements

k  tendesremmiw
length catalogue number weight
B dim. (lb)

4.5 14 PFC-3-03004 13
6.0 18 PFC-3-03006 14
7.5 19 PFC-3-03007 14
9.0 25 PFC-3-03009 15

10.5 28 PFC-3-03010 16
12.0 32 PFC-3-03012 16
15.0 39 PFC-3-03015 18
18.0 47 PFC-3-03018 19
22.5 54 PFC-3-03022 20

3” - 150 psi flange, 3 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFC-3-06009 16
12 18 PFC-3-06012 17
15 19 PFC-3-06015 17
18 25 PFC-3-06018 18
21 28 PFC-3-06021 19
24 32 PFC-3-06024 19
30 39 PFC-3-06030 21
36 47 PFC-3-06036 22
45 54 PFC-3-06045 23

3” - 150 psi flange, 6 elements in flange
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4” -150 LB Flange Heaters - Copper Sheath

50-60 watts/in2 Copper Sheath Typically to heat:

150 retaw lapicinumdetar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

4” Flange 9 Elements

4” Flange 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

4 ” Flange 6 & 9 Elements

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFC-4-06009 14
12 18 PFC-4-06012 15
15 19 PFC-4-06015 15
18 25 PFC-4-06018 16
21 28 PFC-4-06021 17
24 32 PFC-4-06024 17
30 39 PFC-4-06030 19
36 47 PFC-4-06036 20
45 54 PFC-4-06045 21

4” - 150 psi flange, 6 elements in flange 4” - 150 psi flange, 9 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 14 PFC-4-09013 18
18.0 18 PFC-4-09018 19
22.5 19 PFC-4-09022 19
27.0 25 PFC-4-09027 20
31.5 28 PFC-4-09031 21
36.0 32 PFC-4-09036 21
45.0 39 PFC-4-09045 23
54.0 47 PFC-4-09054 24
67.5 54 PFC-4-09067 25

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

4 ” Flange 6 Elements
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5”-150 LB Flange Heaters - Copper Sheath

50-60 watts/in2 Copper Sheath Typically to heat:

retaw lapicinumdetar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFC-5-06009 28
12 18 PFC-5-06012 29
15 19 PFC-5-06015 29
18 25 PFC-5-06018 31
21 28 PFC-5-06021 32
24 32 PFC-5-06024 34
30 39 PFC-5-06030 36
36 47 PFC-5-06036 39
45 54 PFC-5-06045 41

5” - 150 psi flange, 6 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 14 PFC-5-09013 30
18.0 18 PFC-5-09018 32
22.5 19 PFC-5-09022 33
27.0 25 PFC-5-09027 36
31.5 28 PFC-5-09031 37
36.0 32 PFC-5-09036 39
45.0 39 PFC-5-09045 43
54.0 47 PFC-5-09054 47
67.5 54 PFC-5-09067 50

5” - 150 psi flange, 9 elements in flange

Standard terminal box

5” Flange 6 & 9 Elements

5” Flange 9 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

5 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4
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6”-150 LB Flange Heaters - Copper Sheath

50-60 watts/in2 Copper Sheath Typically to heat:

retaw lapicinumdetar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

k  tendesremmiw
length catalogue number weight
B dim. (lb)

18 14 PFC-6-12018 40
24 18 PFC-6-12024 43
30 19 PFC-6-12030 44
36 25 PFC-6-12036 48
42 28 PFC-6-12042 50
48 32 PFC-6-12048 52
60 39 PFC-6-12060 57
72 47 PFC-6-12072 62
90 54 PFC-6-12090 67

6” - 150 psi flange, 12 elements in flange 6” - 150 psi flange, 15 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

22.5 14 PFC-6-15022 43
30.0 18 PFC-6-15030 46
37.5 19 PFC-6-15037 47
45.0 25 PFC-6-15045 52
52.5 28 PFC-6-15052 54
60.0 32 PFC-6-15060 58
75.0 39 PFC-6-15075 64
90.0 47 PFC-6-15090 70

112.5 54 PFC-6-15112 76

Standard terminal box

6 ” Flange 12 & 15 Elements

6 ” Flange 12 & 15 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

6 ” Flange 12 & 15 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4
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8” Flange Heaters - Copper Sheath

50-60 watts/in2 Copper Sheath Typically to heat:

retaw lapicinumdetar ISNA - egnalf leets isp 051
6” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

8” - 150 psi flange, 18 elements in flange 8” - 150 psi flange, 21 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

27 16 PFC-8-18027 58
36 20 PFC-8-18036 62
45 21 PFC-8-18045 63
54 27 PFC-8-18054 69
63 30 PFC-8-18063 72
72 34 PFC-8-18072 76
90 41 PFC-8-18090 83

108 49 PFC-8-18108 91
135 56 PFC-8-18135 98

 tendesremmiwk
length catalogue number weight
B )bl(.mid

31.5 16 PFC-8-21031 61
42.0 20 PFC-8-21042 65
52.5 21 PFC-8-21052 67
63.0 27 PFC-8-21063 74
74.0 30 PFC-8-21074 77
84.0 34 PFC-8-21084 82

105.0 41 PFC-8-21105 90
126.0 49 PFC-8-21126 99
158.0 56 PFC-8-21158 107

Standard terminal box

8 ” Flange 18 & 21 Elements

8 ” Flange 18 & 21 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 18 & 21 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4
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8” Flange Heaters - Copper Sheath

50-60 watts/in2 Copper Sheath Typically to heat:

retaw lapicinumdetar ISNA - egnalf leets isp 051
6” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

8” - 150 psi flange, 24 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

36 16 PFC-8-24036 63
48 20 PFC-8-24048 69
60 21 PFC-8-24060 70
72 27 PFC-8-24072 78
84 30 PFC-8-24084 82
96 34 PFC-8-24096 87

120 41 PFC-8-24120 97
144 49 PFC-8-24144 107
180 56 PFC-8-24180 117

Standard terminal box

8 ” Flange 24 & 27 Elements

8 ” Flange 24 & 27 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 24 & 27 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

8” - 150 psi flange, 27 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

40.5 16 PFC-8-27040 66
54.0 20 PFC-8-27054 72
67.5 21 PFC-8-27067 74
81.0 27 PFC-8-27081 83
95.0 30 PFC-8-27095 87

108.0 34 PFC-8-27108 93
135.0 41 PFC-8-27135 104
162.0 49 PFC-8-27162 116
202.0 56 PFC-8-27202 126

cesar
Text Box
C6



3” -150 LB Flange Heaters - Incoloy Sheath

50-60 watts/in2 Incoloy Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

3” Flange 3 Elements

3” Flange 6 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

3” Flange 3 & 6 Elements

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFIH-3-03004 13
6.0 18 PFIH-3-03006 14
7.5 19 PFIH-3-03007 14
9.0 25 PFIH-3-03009 15

10.5 28 PFIH-3-03010 16
12.0 32 PFIH-3-03012 16
15.0 39 PFIH-3-03015 18
18.0 47 PFIH-3-03018 19
22.5 54 PFIH-3-03022 20

3” - 150 psi flange, 3 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFIH-3-06009 16
12 18 PFIH-3-06012 17
15 19 PFIH-3-06015 17
18 25 PFIH-3-06018 18
21 28 PFIH-3-06021 19
24 32 PFIH-3-06024 19
30 39 PFIH-3-06030 21
36 47 PFIH-3-06036 22
45 54 PFIH-3-06045 23

3” - 150 psi flange, 6 elements in flange

retaw lapicinum
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4” -150 LB Flange Heaters - Incoloy Sheath

50-60 watts/in2 Incoloy Sheath Typically to heat:

150 retaw lapicinumdetar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

4” Flange 9 Elements

4” Flange 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

4 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

4 ” Flange 6 Elements

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 14 PFIH-4-09013 18
18.0 18 PFIH-4-09018 19
22.5 19 PFIH-4-09022 19
27.0 25 PFIH-4-09027 20
31.5 28 PFIH-4-09031 21
36.0 32 PFIH-4-09036 21
45.0 39 PFIH-4-09045 23
54.0 47 PFIH-4-09054 24
67.5 54 PFIH-4-09067 25

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFIH-4-06009 13
12 18 PFIH-4-06012 14
15 19 PFIH-4-06015 14
18 25 PFIH-4-06018 15
21 28 PFIH-4-06021 16
24 32 PFIH-4-06024 16
30 39 PFIH-4-06030 18
36 47 PFIH-4-06036 19
45 54 PFIH-4-06045 20

4” - 150 psi flange, 6 elements in flange 4” - 150 psi flange, 9 elements in flange
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5”-150 LB Flange Heaters - Incoloy Sheath

50-60 watts/in2 Incoloy Sheath Typically to heat:

retaw lapicinumdetar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

5” Flange 6 & 9 Elements

5” Flange 9 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

5 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

process water

5” - 150 psi flange, 6 elements in flange 5” - 150 psi flange, 9 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFIH-5-06009 28
12 18 PFIH-5-06012 29
15 19 PFIH-5-06015 29
18 25 PFIH-5-06018 31
21 28 PFIH-5-06021 32
24 32 PFIH-5-06024 34
30 39 PFIH-5-06030 36
36 47 PFIH-5-06036 39
45 54 PFIH-5-06045 41

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 14 PFIH-5-09013 30
18.0 18 PFIH-5-09018 32
22.5 19 PFIH-5-09022 33
27.0 25 PFIH-5-09027 36
31.5 28 PFIH-5-09031 37
36.0 32 PFIH-5-09036 39
45.0 39 PFIH-5-09045 43
54.0 47 PFIH-5-09054 47
67.5 54 PFIH-5-09067 50
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6”-150 LB Flange Heaters - Incoloy Sheath

50-60 watts/in2 Incoloy Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

6 ” Flange 12 & 15 Elements

6 ” Flange 12 & 15 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

6 ” Flange 12 & 15 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

retaw lapicinum
process water

6” - 150 psi flange, 12 elements in flange 6” - 150 psi flange, 15 elements in flange

k  tendesremmiw
length catalogue number weight
B dim. (lb)

18 14 PFIH-6-12018 40
24 18 PFIH-6-12024 43
30 19 PFIH-6-12030 44
36 25 PFIH-6-12036 48
42 28 PFIH-6-12042 50
48 32 PFIH-6-12048 52
60 39 PFIH-6-12060 57
72 47 PFIH-6-12072 62
90 54 PFIH-6-12090 67

 tendesremmiwk
length catalogue number weight
B )bl(.mid

22.5 14 PFIH-6-15022 43
30.0 18 PFIH-6-15030 46
37.5 19 PFIH-6-15037 47
45.0 25 PFIH-6-15045 52
52.5 28 PFIH-6-15052 54
60.0 32 PFIH-6-15060 58
75.0 39 PFIH-6-15075 64
90.0 47 PFIH-6-15090 70

112.5 54 PFIH-6-15112 76

cesar
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8” Flange Heaters - Incoloy Sheath

50-60 watts/in2 Incoloy Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
6” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

8 ” Flange 18 & 21 Elements

8 ” Flange 18 & 21 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 18 & 21 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

27 16 PFIH-8-18027 58
36 20 PFIH-8-18036 62
45 21 PFIH-8-18045 63
54 27 PFIH-8-18054 69
63 30 PFIH-8-18063 72
72 34 PFIH-8-18072 76
90 41 PFIH-8-18090 83

108 49 PFIH-8-18108 91
135 56 PFIH-8-18135 98

8” - 150 psi flange, 18 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

31.5 16 PFIH-8-21031 61
42.0 20 PFIH-8-21042 65
52.5 21 PFIH-8-21052 67
63.0 27 PFIH-8-21063 74
74.0 30 PFIH-8-21074 77
84.0 34 PFIH-8-21084 82

105.0 41 PFIH-8-21105 90
126.0 49 PFIH-8-21126 99
158.0 56 PFIH-8-21158 107

8” - 150 psi flange, 21 elements in flange

retaw lapicinum
process water
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8” Flange Heaters - Incoloy Sheath

50-60 watts/in2 Incoloy Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
6” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

8 ” Flange 24 & 27 Elements

8 ” Flange 24 & 27 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 24 & 27 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

retaw lapicinum
process water

 tendesremmiwk
length catalogue number weight
B )bl(.mid

40.5 16 PFIH-8-27040 66
54.0 20 PFIH-8-27054 72
67.5 21 PFIH-8-27067 74
81.0 27 PFIH-8-27081 83
95.0 30 PFIH-8-27095 87

108.0 34 PFIH-8-27108 93
135.0 41 PFIH-8-27135 104
162.0 49 PFIH-8-27162 116
202.0 56 PFIH-8-27202 126

 tendesremmiwk
length catalogue number weight
B )bl(.mid

36 16 PFIH-8-24036 63
48 20 PFIH-8-24048 69
60 21 PFIH-8-24060 70
72 27 PFIH-8-24072 78
84 30 PFIH-8-24084 82
96 34 PFIH-8-24096 87

120 41 PFIH-8-24120 97
144 49 PFIH-8-24144 107
180 56 PFIH-8-24180 117

8” - 150 psi flange, 24 elements in flange 8” - 150 psi flange, 27 elements in flange
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3” -150 LB Flange Heaters - Incoloy Sheath

25 watts/in 2 Incoloy Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

3” Flange 3 Elements

3” Flange 6 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

3” Flange 3 & 6 Elements

k  tendesremmiw
length catalogue number weight
B dim. (lb)

2.25 14 PFI-3-03002 13
3.0 18 PFI-3-03003 14

4.5 25 PFI-3-03004 15
5.25 28 PFI-3-03005 16
6.0 32 PFI-3-03006 16
7.5 39 PFI-3-03007 18
9.0 47 PFI-3-03009 19

11.25 54 PFI-3-03011 20

3” - 150 psi flange, 3 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFI-3-06004 16
6.0 18 PFI-3-06006 17
7.5 19 PFI-3-06007 17
9.0 25 PFI-3-06009 18

10.5 28 PFI-3-06010 19
12.0 32 PFI-3-06012 19
15.0 39 PFI-3-06015 21
18.0 47 PFI-3-06018 22
22.5 54 PFI-3-06022 23

3” - 150 psi flange, 6 elements in flange

,retaw,lio thgil
mild alkaline solutions,
mild caustic solutions
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4” -150 LB Flange Heaters - Incoloy Sheath

25 watts/in 2 Incoloy Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

4” Flange 9 Elements

4” Flange 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

4 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

4 ” Flange 6 Elements

,retaw,lio thgil
mild alkaline solutions,
mild caustic solutions

 tendesremmiwk
length catalogue number weight
B )bl(.mid

7.0 14 PFI-4-09007 19
9.0 18 PFI-4-09009 21

11.0 19 PFI-4-09011 22
13.5 25 PFI-4-09013 25
16.0 28 PFI-4-09016 26
18.0 32 PFI-4-09018 28
22.5 39 PFI-4-09022 32
27.0 47 PFI-4-09027 36
34.0 54 PFI-4-09034 39

k  tendesremmiw
length catalogue number weight
B dim. (lb)

4.5 14 PFI-4-06004 17
6.0 18 PFI-4-06006 18
7.5 19 PFI-4-06007 18
9.0 25 PFI-4-06009 20

10.5 28 PFI-4-06010 21
12.0 32 PFI-4-06012 23
15.0 39 PFI-4-06015 25
18.0 47 PFI-4-06018 28
22.5 54 PFI-4-06022 30

4” - 150 psi flange, 6 elements in flange 4” - 150 psi flange, 9 elements in flange

cesar
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5”-150 LB Flange Heaters - Incoloy Sheath

25watts/in 2 Incoloy Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

5” Flange 6 & 9 Elements

5” Flange 9 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

5 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

,retaw,lio
mild alkaline solutions,
mild caustic solutions

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFI-5-06004 28
6.0 18 PFI-5-06006 29
7.5 19 PFI-5-06007 29
9.0 25 PFI-5-06009 31

10.5 28 PFI-5-06010 32
12.0 32 PFI-5-06012 34
15.0 39 PFI-5-06015 36
18.0 47 PFI-5-06018 39
22.5 54 PFI-5-06022 41

5” - 150 psi flange, 6 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

6.75 14 PFI-5-09006 30
9.00 18 PFI-5-09009 32

13.50 25 PFI-5-09013 36
16.00 28 PFI-5-09016 37
18.00 32 PFI-5-09018 39
22.50 39 PFI-5-09022 43
27.00 47 PFI-5-09027 47
34.00 54 PFI-5-09034 50

5” - 150 psi flange, 9 elements in flange

cesar
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6”-150 LB Flange Heaters - Incoloy Sheath

25 watts/in 2 Incoloy Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

6 ” Flange 12 & 15 Elements

6 ” Flange 12 & 15 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

6 ” Flange 12 & 15 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

11.0 14 PFI-6-15011 43
15.0 18 PFI-6-15015 46
19.0 19 PFI-6-15019 47
22.5 25 PFI-6-15022 52
26.0 28 PFI-6-15026 54
30.0 32 PFI-6-15030 58
37.5 39 PFI-6-15037 64
45.0 47 PFI-6-15045 70
56.0 54 PFI-6-15056 76

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFI-6-12009 40
12 18 PFI-6-12012 43
15 19 PFI-6-12015 44
18 25 PFI-6-12018 48
21 28 PFI-6-12021 50
24 32 PFI-6-12024 52
30 39 PFI-6-12030 57
36 47 PFI-6-12036 62
45 54 PFI-6-12045 67

6” - 150 psi flange, 12 elements in flange 6” - 150 psi flange, 15 elements in flange

,retaw,lio
mild alkaline solutions,
mild caustic solutions

cesar
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25 watts/in2 Incoloy Sheath 

8” Flange Heaters - Incoloy Sheath

Typically to heat:

detar ISNA - egnalf leets isp 051
6” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

8 ” Flange 18 & 21 Elements

8 ” Flange 18 & 21 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 18 & 21 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

,retaw,lio
mild alkaline solutions,
mild caustic solutions

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 16 PFI-8-18013 58
18.0 20 PFI-8-18018 62
22.5 21 PFI-8-18022 63
27.0 27 PFI-8-18027 69
31.5 30 PFI-8-18031 72
36.0 34 PFI-8-18036 76
45.0 41 PFI-8-18045 83
54.0 49 PFI-8-18054 91
67.5 56 PFI-8-18067 98

8” - 150 psi flange, 18 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

16.0 16 PFI-8-21016 61
21.0 20 PFI-8-21021 65
26.0 21 PFI-8-21026 67
31.5 27 PFI-8-21031 74
37.0 30 PFI-8-21037 77
42.0 34 PFI-8-21042 82
52.5 41 PFI-8-21052 90
63.0 49 PFI-8-21063 99
79.0 56 PFI-8-21079 107

8” - 150 psi flange, 21 elements in flange

cesar
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25 watts/in2 Incoloy Sheath 

8” Flange Heaters - Incoloy Sheath

Typically to heat:

detar ISNA - egnalf leets isp 051
6” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

8 ” Flange 24 & 27 Elements

8 ” Flange 24 & 27 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 24 & 27 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

,retaw,lio
mild alkaline solutions,
mild caustic solutions

 tendesremmiwk
length catalogue number weight
B )bl(.mid

20.0 16 PFI-8-27020 66
27.0 20 PFI-8-27027 72
34.0 21 PFI-8-27034 74
40.5 27 PFI-8-27040 83
47.0 30 PFI-8-27047 87
54.0 34 PFI-8-27054 93
67.5 41 PFI-8-27067 104
81.0 49 PFI-8-27081 116

101.0 56 PFI-8-27101 126

k  tendesremmiw
length catalogue number weight
B dim. (lb)

18 16 PFI-8-24018 63
24 20 PFI-8-24024 69
30 21 PFI-8-24030 70
36 27 PFI-8-24036 78
42 30 PFI-8-24042 82
48 34 PFI-8-24048 87
60 41 PFI-8-24060 97
72 49 PFI-8-24072 107
90 56 PFI-8-24090 117

8” - 150 psi flange, 24 elements in flange 8” - 150 psi flange, 27 elements in flange

cesar
Text Box
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3” -150 LB Flange Heaters - Steel Sheath

25 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

3” Flange 3 Elements

3” Flange 6 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

3” Flange 3 & 6 Elements

light oil

k  tendesremmiw
length catalogue number weight
B dim. (lb)

2.25 14 PFO-3-03002 13
3.00 18 PFO-3-03003 14

4.50 25 PFO-3-03004 15
5.25 28 PFO-3-03005 16
6.00 32 PFO-3-03006 16
7.50 39 PFO-3-03007 18
9.00 47 PFO-3-03309 19

11.25 54 PFO-3-03011 20

3” - 150 psi flange, 3 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFO-3-06004 16
6.0 18 PFO-3-06006 17
7.5 19 PFO-3-06007 17
9.0 25 PFO-3-06009 18

10.5 28 PFO-3-06010 19
12.0 32 PFO-3-06012 19
15.0 39 PFO-3-06015 21
18.0 47 PFO-3-06018 22
22.5 54 PFO-3-06022 23

3” - 150 psi flange, 6 elements in flange

cesar
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4” -150 LB Flange Heaters - Steel Sheath

25 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

4” Flange 9 Elements

4” Flange 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

4 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

4 ” Flange 6 Elements

light oil

 tendesremmiwk
length catalogue number weight
B )bl(.mid

7.0 14 PFO-4-09007 19
9.0 18 PFO-4-09009 21

11.0 19 PFO-4-09011 22
13.5 25 PFO-4-09013 25
16.0 28 PFO-4-09016 26
18.0 32 PFO-4-09018 28
22.5 39 PFO-4-09022 32
27.0 47 PFO-4-09027 36
34.0 54 PFO-4-09034 39

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFO-4-06004 17
6.0 18 PFO-4-06006 18
7.5 19 PFO-4-06007 18
9.0 25 PFO-4-06009 20

10.5 28 PFO-4-06010 21
12.0 32 PFO-4-06012 23
15.0 39 PFO-4-06015 25
18.0 47 PFO-4-06018 28
22.5 54 PFO-4-06022 30

4” - 150 psi flange, 6 elements in flange 4” - 150 psi flange, 9 elements in flange

cesar
Text Box
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5”-150 LB Flange Heaters - Steel Sheath

25watts/in 2 Steel Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

5” Flange 6 & 9 Elements

5” Flange 9 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

5 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

light oil

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFO-5-06004 28
6.0 18 PFO-5-06006 29
7.5 19 PFO-5-06007 29
9.0 25 PFO-5-06009 31

10.5 28 PFO-5-06010 32
12.0 32 PFO-5-06012 34
15.0 39 PFO-5-06015 36
18.0 47 PFO-5-06018 39
22.5 54 PFO-5-06022 41

5” - 150 psi flange, 6 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

6.8 14 PFO-5-09006 30
9.0 18 PFO-5-09009 32

13.5 25 PFO-5-09013 36
16.0 28 PFO-5-09016 37
18.0 32 PFO-5-09018 39
22.5 39 PFO-5-09022 43
27.0 47 PFO-5-09027 47
34.0 54 PFO-5-09034 50

5” - 150 psi flange, 9 elements in flange

cesar
Text Box
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6”-150 LB Flange Heaters - Steel Sheath

25watts/in 2 Steel Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

light oil

Standard terminal box

6 ” Flange 12 & 15 Elements

6 ” Flange 12 & 15 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

6 ” Flange 12 & 15 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

11.0 14 PFO-6-15011 43
15.0 18 PFO-6-15015 46
19.0 19 PFO-6-15019 47
22.5 25 PFO-6-15022 52
26.0 28 PFO-6-15026 54
30.0 32 PFO-6-15030 58
37.5 39 PFO-6-15037 64
45.0 47 PFO-6-15045 70
56.0 54 PFO-6-15056 76

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 14 PFO-6-12009 40
12 18 PFO-6-12012 43
15 19 PFO-6-12015 44
18 25 PFO-6-12018 48
21 28 PFO-6-12021 50
24 32 PFO-6-12024 52
30 39 PFO-6-12030 57
36 47 PFO-6-12036 62
45 54 PFO-6-12045 67

6” - 150 psi flange, 12 elements in flange 6” - 150 psi flange, 15 elements in flange

cesar
Text Box
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8”-150 LB Flange Heaters - Steel Sheath

25watts/in 2 Steel Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

light oil

Standard terminal box

8 ” Flange 18 & 21 Elements

8 ” Flange 18 & 21 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 18 & 21 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 16 PFO-8-18013 58
18.0 20 PFO-8-18018 62
22.5 21 PFO-8-18022 63
27.0 27 PFO-8-18027 69
31.5 30 PFO-8-18031 72
36.0 34 PFO-8-18036 76
45.0 41 PFO-8-18045 83
54.0 49 PFO-8-18054 91
67.5 56 PFO-8-18067 98

8” - 150 psi flange, 18 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

16.0 16 PFO-8-21016 61
21.0 20 PFO-8-21021 65
26.0 21 PFO-8-21026 67
31.5 27 PFO-8-21031 74
37.0 30 PFO-8-21037 77
42.0 34 PFO-8-21042 82
52.5 41 PFO-8-21052 90
63.0 49 PFO-8-21063 99
79.0 56 PFO-8-21079 107

8” - 150 psi flange, 21 elements in flange

cesar
Text Box
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8”-150 LB Flange Heaters - Steel Sheath

25watts/in 2 Steel Sheath Typically to heat:

detar ISNA - egnalf leets isp 051
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

light oil

Standard terminal box

8 ” Flange 24 & 27 Elements

8 ” Flange 24 & 27 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 24 & 27 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

20.0 16 PFO-8-27020 66
27.0 20 PFO-8-27027 72
34.0 21 PFO-8-27034 74
40.5 27 PFO-8-27040 83
47.0 30 PFO-8-27047 87
54.0 34 PFO-8-27054 93
67.5 41 PFO-8-27067 104
81.0 49 PFO-8-27081 116

101.0 56 PFO-8-27101 126

 tendesremmiwk
length catalogue number weight
B )bl(.mid

18 16 PFO-8-24018 63
24 20 PFO-8-24024 69
30 21 PFO-8-24030 70
36 27 PFO-8-24036 78
42 30 PFO-8-24042 82
48 34 PFO-8-24048 87
60 41 PFO-8-24060 97
72 49 PFO-8-24072 107
90 56 PFO-8-24090 117

8” - 150 psi flange, 24 elements in flange 8” - 150 psi flange, 27 elements in flange

cesar
Text Box
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3” -150 LB Flange Heaters - Steel Sheath

18 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

3” Flange 3 Elements

3” Flange 6 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

3” Flange 3 & 6 Elements

 tendesremmiwk
length catalogue number weight
B )bl(.mid

1.5 14 PFOL-3-03001 13
2.0 18 PFOL-3-03002 14

3.0 25 PFOL-3-03003 15

4.0 32 PFOL-3-03004 16
5.0 39 PFOL-3-03005 18
6.0 47 PFOL-3-03006 19
7.5 54 PFOL-3-03007 20

3” - 150 psi flange, 3 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

3 14 PFOL-3-06003 17
4 18 PFOL-3-06004 18
5 19 PFOL-3-06005 18
6 25 PFOL-3-06006 20
7 28 PFOL-3-06007 21
8 32 PFOL-3-06008 23

10 39 PFOL-3-06010 25
12 47 PFOL-3-06012 28
15 54 PFOL-3-06015 30

3” - 150 psi flange, 6 elements in flange

lio ciluardyh
heavy oil

cesar
Text Box
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4” -150 LB Flange Heaters - Steel Sheath

18 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

4” Flange 9 Elements

4” Flange 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

4 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

4 ” Flange 6 Elements

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFOL-4-09004 19
6.0 18 PFOL-4-09006 21
7.5 19 PFOL-4-09007 22
9.0 25 PFOL-4-09009 25

10.5 28 PFOL-4-09010 26
12.0 32 PFOL-4-09012 28
15.0 39 PFOL-4-09015 32
18.0 47 PFOL-4-09018 36
22.5 54 PFOL-4-09022 39

 tendesremmiwk
length catalogue number weight
B )bl(.mid

3 14 PFOL-4-06003 17
4 18 PFOL-4-06004 18
5 19 PFOL-4-06005 18
6 25 PFOL-4-06006 20
7 28 PFOL-4-06007 21
8 32 PFOL-4-06008 23

10 39 PFOL-4-06010 25
12 47 PFOL-4-06012 28
15 54 PFOL-4-06015 30

4” - 150 psi flange, 6 elements in flange 4” - 150 psi flange, 9 elements in flange

lio ciluardyh
heavy oil

cesar
Text Box
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5” -150 LB Flange Heaters - Steel Sheath

18 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio ciluardyh
heavy oil

Standard terminal box

5” Flange 6 & 9 Elements

5” Flange 9 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

5 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

3 14 PFOL-5-06003 28
4 18 PFOL-5-06004 29
5 19 PFOL-5-06005 29
6 25 PFOL-5-06006 31
7 28 PFOL-5-06007 32
8 32 PFOL-5-06008 34

10 39 PFOL-5-06010 36
12 47 PFOL-5-06012 39
15 54 PFOL-5-06015 41

5” - 150 psi flange, 6 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

4.5 14 PFOL-5-09004 30
6.0 18 PFOL-5-09006 32
7.5 19 PFOL-5-09007 33
9.0 25 PFOL-5-09009 36

10.5 28 PFOL-5-09010 37
12.0 32 PFOL-5-09012 39
15.0 39 PFOL-5-09015 43
18.0 47 PFOL-5-09018 47
22.5 54 PFOL-5-09022 50

5” - 150 psi flange, 9 elements in flange

cesar
Text Box
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6” -150 LB Flange Heaters - Steel Sheath

18 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio ciluardyh
heavy oil

Standard terminal box

6 ” Flange 12 & 15 Elements

6 ” Flange 12 & 15 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

6 ” Flange 12 & 15 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

7.5 14 PFOL-6-15007 43
10.0 18 PFOL-6-15010 46
12.5 19 PFOL-6-15012 47
15.0 25 PFOL-6-15015 52
17.5 28 PFOL-6-15017 54
20.0 32 PFOL-6-15020 58
25.0 39 PFOL-6-15025 64
30.0 47 PFOL-6-15030 70
37.5 54 PFOL-6-15037 76

 tendesremmiwk
length catalogue number weight
B )bl(.mid

6 14 PFOL-6-12006 40
8 18 PFOL-6-12008 43

10 19 PFOL-6-12010 44
12 25 PFOL-6-12012 48
14 28 PFOL-6-12014 50
16 32 PFOL-6-12016 52
20 39 PFOL-6-12020 57
24 47 PFOL-6-12024 62
30 54 PFOL-6-12030 67

6” - 150 psi flange, 12 elements in flange 6” - 150 psi flange, 15 elements in flange

cesar
Text Box
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8” -150 LB Flange Heaters - Steel Sheath

18 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio ciluardyh
heavy oil

Standard terminal box

8 ” Flange 18 & 21 Elements

8 ” Flange 18 & 21 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 18 & 21 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

9 16 PFOL-8-18009 58
12 20 PFOL-9-18012 62
15 21 PFOL-8-18015 63
18 27 PFOL-8-18018 69
21 30 PFOL-8-18021 72
24 34 PFOL-8-18024 76
30 41 PFOL-8-18030 83
36 49 PFOL-8-18036 91
45 56 PFOL-8-18045 98

8” - 150 psi flange, 18 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

10.5 16 PFOL-8-21010 61
14.0 20 PFOL-8-21014 65
17.5 21 PFOL-8-21017 67
21.0 27 PFOL-8-21021 74
24.5 30 PFOL-8-21024 77
28.0 34 PFOL-8-21028 82
35.0 41 PFOL-8-21035 90
42.0 49 PFOL-8-21042 99
52.5 56 PFOL-8-21052 107

8” - 150 psi flange, 21 elements in flange

cesar
Text Box
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8” -150 LB Flange Heaters - Steel Sheath

18 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio ciluardyh
heavy oil

Standard terminal box

8 ” Flange 24 & 27 Elements

8 ” Flange 24 & 27 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 24 & 27 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

13.5 16 PFOL-8-27013 66
18.0 20 PFOL-8-27018 72
22.5 21 PFOL-8-27022 74
27.0 27 PFOL-8-27027 83
31.5 30 PFOL-8-27031 87
36.0 34 PFOL-8-27036 93
45.0 41 PFOL-8-27045 104
54.0 49 PFOL-8-27054 116
67.5 56 PFOL-8-27067 126

 tendesremmiwk
length catalogue number weight
B )bl(.mid

12 16 PFOL-8-24012 63
16 20 PFOL-8-24016 69
20 21 PFOL-8-24020 70
24 27 PFOL-8-24024 78
28 30 PFOL-8-24028 82
32 34 PFOL-8-24032 87
40 41 PFOL-8-24040 97
48 49 PFOL-8-24048 107
60 56 PFOL-8-24060 117

8” - 150 psi flange, 24 elements in flange 8” - 150 psi flange, 27 elements in flange

cesar
Text Box
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3” -150 LB Flange Heaters - Steel Sheath

12 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

3” Flange 3 Elements

3” Flange 6 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

3” Flange 3 & 6 Elements

lio yvaeh - muidem
hydraulic oil

 tendesremmiwk
length catalogue number weight
B )bl(.mid

1.5 19 PFOX-3-03001 14

2.1 28 PFOX-3-03002 16

3.0 39 PFOX-3-03003 18

4.5 54 PFOX-3-03004 20

3” - 150 psi flange, 3 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

1.8 14 PFOX-3-06001 17
2.4 18 PFOX-3-06002 18

3.6 25 PFOX-3-06003 20
4.2 28 PFOX-3-06004 21

6.0 39 PFOX-3-06006 25
7.2 47 PFOX-3-06007 28
9.0 54 PFOX-3-06009 30

3” - 150 psi flange, 6 elements in flange

cesar
Text Box
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4” -150 LB Flange Heaters - Steel Sheath

12 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

Standard terminal box

4” Flange 9 Elements

4” Flange 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

4 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

4 ” Flange 6 Elements

 tendesremmiwk
length catalogue number weight
B )bl(.mid

2.7 14 PFOX-4-09002 19
3.6 18 PFOX-4-09004 21
4.5 19 PFOX-4-09004 22
5.4 25 PFOX-4-09005 25
6.3 28 PFOX-4-09006 26
7.2 32 PFOX-4-09007 28
9.0 39 PFOX-4-09009 32

10.8 47 PFOX-4-09010 36
13.5 54 PFOX-4-09013 39

 tendesremmiwk
length catalogue number weight
B )bl(.mid

1.8 14 PFOX-4-06001 17
2.4 18 PFOX-4-06002 18

3.6 25 PFOX-4-06003 20

4.2 28 PFOX-4-06004 21
6.0 39 PFOX-4-06006 25
7.2 47 PFOX-4-06007 28
9.0 54 PFOX-4-06009 30

4” - 150 psi flange, 6 elements in flange 4” - 150 psi flange, 9 elements in flange

lio yvaeh - muidem
hydraulic oil

cesar
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Standard terminal box

5” Flange 6 & 9 Elements

5” Flange 9 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

5 ” Flange 6 & 9 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

5” -150 LB Flange Heaters - Steel Sheath

12 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio yvaeh - muidem
hydraulic oil

 tendesremmiwk
length catalogue number weight
B )bl(.mid

2.4 18 PFOX-5-06002 29

3.6 25 PFOX-5-06003 31

4.8 32 PFOX-5-06004 34
6.0 39 PFOX-5-06006 36
7.2 47 PFOX-5-06007 39
9.0 54 PFOX-5-06009 41

5” - 150 psi flange, 6 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

2.7 14 PFOX-5-09002 30
3.6 18 PFOX-5-09003 32
4.5 19 PFOX-5-09004 33
5.4 25 PFOX-5-09005 36
6.3 28 PFOX-5-09006 37
7.2 32 PFOX-5-09007 39
9.0 39 PFOX-5-09009 43

10.8 47 PFOX-5-09010 47
13.5 54 PFOX-5-09013 50

5” - 150 psi flange, 9 elements in flange

cesar
Text Box
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6” -150 LB Flange Heaters - Steel Sheath

12 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio yvaeh - muidem
hydraulic oil

Standard terminal box

6 ” Flange 12 & 15 Elements

6 ” Flange 12 & 15 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

6 ” Flange 12 & 15 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

k  tendesremmiw
length catalogue number weight
B dim. (lb)

4.5 14 PFOX-6-15004 43
6.0 18 PFOX-6-15006 46
7.5 19 PFOX-6-15007 47
9.0 25 PFOX-6-15009 52

10.5 28 PFOX-6-15010 54
12.0 32 PFOX-6-15012 58
15.0 39 PFOX-6-15015 64
18.0 47 PFOX-6-15018 70
22.5 54 PFOX-6-15022 76

k  tendesremmiw
length catalogue number weight
B dim. (lb)

3.6 14 PFOX-6-12003 40
4.8 18 PFOX-6-12004 43
6.0 19 PFOX-6-12006 44
7.2 25 PFOX-6-12007 48
8.4 28 PFOX-6-12008 50
9.6 32 PFOX-6-12009 52

12.0 39 PFOX-6-12012 57
14.4 47 PFOX-6-12014 62
18.0 54 PFOX-6-12018 67

6” - 150 psi flange, 12 elements in flange 6” - 150 psi flange, 15 elements in flange

cesar
Text Box
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8” -150 LB Flange Heaters - Steel Sheath

12 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio yvaeh - muidem
hydraulic oil

Standard terminal box

8 ” Flange 18 & 21 Elements

8 ” Flange 18 & 21 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 18 & 21 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

5.5 16 PFOX-8-18005 58
7.0 20 PFOX-8-18007 62
9.0 21 PFOX-8-18009 63

11.0 27 PFOX-8-18011 69
12.6 30 PFOX-8-18012 72
14.0 34 PFOX-8-18014 76
18.0 41 PFOX-8-18018 83
22.0 49 PFOX-8-18022 91
27.0 56 PFOX-8-18027 98

8” - 150 psi flange, 18 elements in flange

 tendesremmiwk
length catalogue number weight
B )bl(.mid

6.0 16 PFOX-8-21006 61
8.0 20 PFOX-8-21008 65

10.5 21 PFOX-8-21010 67
13.0 27 PFOX-8-21013 74
15.0 30 PFOX-8-21015 77
17.0 34 PFOX-8-21017 82
21.0 41 PFOX-8-21021 90
25.0 49 PFOX-8-21025 99
31.5 56 PFOX-8-21031 107

8” - 150 psi flange, 21 elements in flange
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8” -150 LB Flange Heaters - Steel Sheath

12 watts/in 2 Steel Sheath Typically to heat:

150 detar ISNA - egnalf leets isp
4” cold section
Up to 600 volts (specifiy voltage and 1 or 3 phase when ordering)

lio yvaeh - muidem
hydraulic oil

Standard terminal box

8 ” Flange 24 & 27 Elements

8 ” Flange 24 & 27 Elements

Hazardous Location 
(Explosion Resistant add suffix ER)
Type 4 / NEMA 7

8 ” Flange 24 & 27 Elements

Moisture Resistant terminal enclosure
(add suffix MR) Type 4 / NEMA 4

 tendesremmiwk
length catalogue number weight
B )bl(.mid

8.0 16 PFOX-8-27008 61
11.0 20 PFOX-8-27011 65
13.5 21 PFOX-8-27013 67
16.0 27 PFOX-8-27016 74
19.0 30 PFOX-8-27019 77
22.0 34 PFOX-8-27022 82
27.0 41 PFOX-8-27027 90
32.0 49 PFOX-8-27032 99
40.5 56 PFOX-8-27040 107

 tendesremmiwk
length catalogue number weight
B )bl(.mid

7.2 16 PFOX-8-24007 58
9.6 20 PFOX-8-24009 62

12.0 21 PFOX-8-24012 63
14.0 27 PFOX-8-24014 69
17.0 30 PFOX-8-24017 72
19.0 34 PFOX-8-24019 76
24.0 41 PFOX-8-24024 83
29.0 49 PFOX-8-24029 91
36.0 56 PFOX-8-24036 98

8” - 150 psi flange, 24 elements in flange 8” - 150 psi flange, 27 elements in flange
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Circulation Heaters

G I
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Circulation Heaters
A circulation heater is designed to heat liquids or gases
as they pass though the unit. Similar to a heat exchanger,
except this unit generates its’ own heat. An electric fired
circulation heater covers a broad range of heating 
applications. A flanged heater is installed into a pipe
body and multiple units can be series connected to give
you any kilowatt size.

Common features:

Flange Heater

• Typically units shown on pages C1 to C18

• Custom heaters designed for your special 
requirements

• General Purpose, Moisture Resistant, or 
Hazardous Location terminal boxes available

• Copper, steel, stainless steel, Incoloy and other 
specialty sheathed heating elements available

Pipe Body

• Normally mild steel

• Stainless steel vessels available

• Can be vertically or horizontally mounted

• Vessel is insulated and has a painted steel 
outer casing

• Weather resistant casing also available

• Typically NPT inlet and outlet connections

• Flanged inlet and outlets available

• Overall length approximately 10” longer than the
flanged heater 

C19

Figure 205-F

Circulation Heater Dimensions

Vessel A C D E F G H I Inlet/
size outlet

3” 3 1/2 7 1/2 9 1/4 5 1/2 3 1/2 1” NPT

4” 3 1/2 9 10 1/2 6 1/4 heater 3 1/2 heater 1” NPT

5” 4 5/8 4 10 10 3/4 6 3/4 “B”dim. 4 “B”dim. 2” NPT

6” 4 11 11 1/2 7 1/4
+ C 4 + C + H 2” NPT

8” 4 1/4 13 1/2 13 1/4 8 1/2 4 1/4 2 1/2” NPT

Immersion
heater

“B”dim.
+ C

G
+ C
+ H

Dimensions are for reference only.

Approval drawings supplied upon request.
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Flange Dimensions

C20

Outside
Diameter

Bolt 
Circle

Thickness

Hole 
Size

Nominal ANSI Flange Dimensions

Nominal Pipe Diameter 3” 4” 5” 6” 8” 10” 12” 14”

Nominal Rating 150# 300# 150# 300# 150# 300# 150# 300# 150# 300# 150# 300# 150# 300# 150# 300#

Thickness 15/16 1 1/8
15/16 1 1/4

15/16 1 3/8 1 1 7/16 1 1/8 1 5/8 1 3/16 1 7/8 1 1/4 2 1 3/8 2 1/8

Bolt Circle Dia. 6 6 5/8 7 1/2 7 7/8 8 1/2 9 1/4 9 1/2 10 5/8 11 3/4 13 14 1/4 15 1/4 17 17 3/4 18 3/4 20 1/4

Outside Diameter 7 1/2 8 1/4 9 10 10 11 11 12 1/2 13 1/2 15 16 17 1/2 19 20 1/2 21 23

Hole Size 3/4
7/8

3/4
7/8

7/8
7/8

7/8
7/8

7/8 1 1 1 1/8 1 1 1/4 1 1/8 1 1/4

Number of Holes 4 8 8 8 8 8 8 12 8 12 12 16 12 16 12 20
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