
Radiant Heaters

G1

FS and FSA series
for applications where fast heater response required for
heat sensitive products or webs.

• heats all colours uniformly
• unique serpentine metallic elements
• 25-45 second heat-up/cool-down
• element temperature to 2100° F
• up to 55 watts/in2

• can be mounted in any plane
• 5” thick aluminium case
• maximum width - 18 inches 

• maximum length - 24 feet
• optional built-in thermocouple

F series
for applications where ultra fast heater response required
extremely uniform heat pattern for sensitive products or webs.

• heats all colours uniformly
• unique corrigated metallic elements
• 10-15 second heat-up/cool-down
• element temperature to 1550°F (2.5 micron peak)
• up to 45 watts/in2

• can be mounted in any plane
• 5” thick aluminium case
• maximum width - 18 inches 
• maximum length - 16 feet
• optional built-in thermocouple
• J or K thermocouple (optional)

CB series Black Glass (shown)1350°F (2.0 micron peak)
CV series Opaque Glass (not shown)1600°F 
(2.5 micron peak) 
highly efficient long and medium wavelength
infrared, heats all colours equally well, except 
pigments containing carbon black, which have 
higher absorption rates.

• 3 – 5 minute heat up
• 5-10 minute cool down
• uniform full heat area 
• up to 25 watts/in2

• can be mounted in any plane
• 3” thick aluminium case
• maximum width - 18 inches 
• maximum length - 6 feet
• J or K thermocouple (optional)
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A
B

watts “A” “B” catalogue available voltages net
dim. dim. number weight

120 240 300 480 600

400 15 1/2 8 1/4 RAD - 1043 • 5
650 21 7/8 14 5/8 RAD - 1063 • • 5
600 24 1/8 16 7/8 RAD - 2063 • • • 6
800 24 1/8 16 7/8 RAD - 2083 • • • 6
900 30 3/8 23 1/8 RAD - 3093 • • 8

1100 30 3/8 23 1/8 RAD - 3113 • • • 8
1600 46 3/8 39 1/8 RAD - 4163 • • • 10
1800 46 3/8 39 1/8 RAD - 4183 • • • • 10
2500 61 1/8 53 7/8 RAD - 5253 • • • • 13
3000 73 1/2 66 1/4 RAD - 6303 • • • • 15
3600 85 1/2 78 1/4 RAD - 7363 • • • • 17

RAD - metal sheath
2-5 minute heat-up/cool-down time

dull red glow  far infrared

watts “A” “B” catalogue available voltages net
dim. dim. number weight

120 240 300 480 600

800 15 1/2 8 1/4 RADD - 1084 • • 6
1600 24 1/2 16 7/8 RADD - 2164 • • • • • 7
2200 30 3/8 23 1/8 RADD - 3224 • • • • • 9
3600 46 3/8 39 1/8 RADD - 4364 • • • • 11
5000 61 1/8 53 7/8 RADD - 5504 • • • • 14
6000 73 1/2 66 1/4 RADD - 6604 • • • • 16
7200 85 1/2 78 1/4 RADD - 7724 • • • • 18
8000 120 112 RADD - 12008 • • 26
9000 132 120 RADD - 13209 • • 29

10000 144 132 RADD - 14410 • • 32
11000 156 144 RADD - 15611 • • 34
12000 168 156 RADD - 16812 • • 36
13000 180 167 RADD - 18013 • • 39
14000 192 180 RADD - 19214 • • 42

RADD - metal sheath
2-5 minute heat-up/cool-down time

dull red glow  far infrared
double element

Figure 221

Figure 223

Figure 224

1/2

17/8

27/16

41/16

311/16

33/4

Centers for 
mounting bolts

Figure 222



Mounting
clamp

Users support bracket

Hinged
connectors

25° Max

A
B

Radiant Heaters

G3

A

B

watts “A” “B” catalogue available voltages net
dim. dim. number weight

120 240 300 480 600

800 16 1/4 13 1/8 URADD - 1608 • • 6
1600 26 1/8 23 URADD - 2616 • • • • • 7
2200 33 7/8 30 3/4 URADD - 3422 • • • • • 9
3600 51 7/8 48 URADD - 5136 • • • • 11
5000 68 7/8 65 3/4 URADD - 6950 • • • • 14
6000 81 3/8 78 1/4 URADD - 8160 • • • • 16
7200 96 1/2 93 3/8 URADD - 9772 • • • • 18
8000 106 3/4 103 5/8 URADD - 10780 • • 26
9000 119 3/8 116 1/4 URADD - 11990 • • 29

10000 131 7/8 128 3/4 URADD - 13210 • • 32
11000 144 1/2 141 3/8 URADD - 14511 • • 34
12000 157 1/8 154 URADD - 15712 • • 36
13000 170 1/8 166 7/8 URADD - 17013 • • 39
14000 183 1/8 179 1/2 URADD - 18314 • • 42

watts “A” “B” catalogue available voltages net
dim. dim. number weight

120 240 480 600

1000 17 10 QR - 10 • 7
1600 23 16 QR - 16 • 9
2500 32 25 QR - 25 • • 11
3800 45 38 QR - 38 • 14

URADD - metal sheath
2-5 minute heat-up/cool-down time

dull red glow far infrared
moisture resistant box

hairpin element

QR - quartz lamp
3 second heat-up/cool-down time

bright white light - must be shielded from line of sight
near infrared

Mounting details
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